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\ GENERAL NOTES LW ,
INTERSECTION OPERATION | EQUIPMENT LEGEND
- 1 ' g ol i nBric - i i 1 , i ' ® TRAFFIC SIGNAL POLE
The intersection of MD 157 (Peninsula Expressway) at Ramp C wil | .1 Geonmﬁmcssﬁmnbe conﬁnjed pmortx{thetnshwohon ofsgﬁmnqupwmnt 4 ] GRSt MOUNTED CABINET
operate in a NEMA +hree—-phase semi—traffic—actuated mode with 2. Loop detectors and conduits shallbe installed prior to the installation & b B HANDHOLE
southbound and northbound MD 157 operating concurrently. Ramp C of pavement markings | \LL¢&AZXa oP TRAFFIC SIGNAL HEAD
will operate alone. | 3. Allutilities are shown in their approximate location and are not to be AB,C.LIK Y} ¥ LIGHTING ARM WITH LUMINAIRE
Eight phase (fully—actuated) traffic signal controller and system considered as complete. The Contractor shallbe responsible for contacting AN
ready base-mounted cabinet, and eight (8) two-channel loop detector Miss Utility to verify the location of allutilities. The Contractor shall contact AB.CLIKLMNPRUWX ot
amplifiers will be installed at fthis intersection. The project Engineer prior to construction if there may be potential conflicts.
4. Pavementmarkings detailed are proposed and are to be installed by the M LW
CONSTRUCTION DETAILS Contractor in accordance with S.H.A. standards. All other pavement markings ]
| will be Installed as part of the highway contract.
A. ins$$1l 27" sTeﬁl gole gi+b twin g4éogn?.2é;‘mcs+ crmsdw§+h 5. Allluminairs have to be fullcut off.
raffic signa eads and signs an ighting arm an TR T
luminaire., as shown (NOTE: 2-3” PVC 90 degree angle bends). 6. "D.0." Indicates delay output loop detector.
B. Install 27" steel pole with single 40’ mast arm and 20 LF
lighting arm and luminaire, as shown (NOTE: 2-3° PVC S0
degree angle bends).
C. Install traffic signal controller with control and
distribution eguipment (see drawing B-2), eight (8) two—
channel loop detector ampliifiers and one (1) additiondal
detector board in base-mounted, system-ready cabinet. (NOTE; WIRING LEGEND LW
1-2" PVC 90 degree angle (schedule 80) conduit bend and 2-4 W L0OP WIRE
PVC 90 degree Gngle conduit DeﬂdS)- A-N,P 2-CONDUCTOR CABLE (ALUMINUM SHIELDED?
' 0Q-S,X - 7-CONDUCTOR CABLE (MNO. 14 AW.G)
D' Iﬂ8+0| | hOﬁdhOle- T,U Z2-CONDUCTOR TRAY CABLE (NO. 12 AW.G.
E. Install 1" electrical conduit detector wire sleeve. & 2;;@5£¥§i%@?&§§%5mWWQAW@J
= Install 2” schedule 40 electrical conduit-trenched/buried. PPF PROPOSED POWER FEED WIRING DIAGRAM
G. Install 2" schedule 80 elsctrical conduit—trenched/buried.
H. Install 3" schedule 40 electrical conduit—-trenched/buried.
I. Install 3" schedule 80 electrical conduit—trenched/buried.
# . . _ . _ 1 2 3 4 5 6 7
J. Install 2-4" schedule 40 electrical conduit-trenched/buried. N @ ® ® &
K. Install 6'x 30" loop detector. quadrupole type (2-4-2 ) () vy (v
turns). G & (&) ) (©
L. Install 6'x 6’ advance loop detector, (3—-turns). PHASE 2 & 6 G G G G | R R R lT
Install 6'x 6’ sampling station loop detector. (3—turns). e ocHANCE | v | Y Y Y RIR KR
FPHASE 4 R R R R G G G -
N. Install 24" solid white stop |ine. 4 CHANGE R | R | R | R | Y| Y | ¥
OPERATION FL/Y | FL/Y | FL/Y [FL/Y | FL/R | FL/R| FL/R ~%w}~
&
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